


 Désignation / Designation Réf. / Ref.

 Poignée RSF (restérilisable) 
 RSF Handle (reusable) 

HJ

RÉFÉRENCES / REFERENCESLa PLIF Kage RSF est une cage lombaire PLIF  pré-remplie 
avec un substitut osseux synthétique et pré-montée sur 
un pose cage jetable.
L’ensemble est livré stérile sous double blister, prêt à la 
pose et prêt à fusionner.
 
 
LA CAGE
 
Elle est fabriquée en PEEK de qualité implantable et dispose 
de 4 marqueurs de positionnement en tantale (3 marqueurs 
horizontaux et 1 marqueur vertical).
La PLIF Kage RSF mesure 25 mm de long. Elle est fournie en 
trois angulations différentes : 0°, 4° et 8°, chaque angulation 
étant disponible dans les hauteurs suivantes : 6*, 7**, 8, 9, 
10, 11, 12 et 14 mm.
* Disponible uniquement en 0°

** Disponible uniquement en 0° et 4°

LE SUBSTITUT OSSEUX
 
C’est une céramique phosphocalcique entièrement synthé-
tique composée d’un mélange 60/40 d’hydroxyapatite (HA) 
et de phosphate tricalcique (TCP).
Ce substitut s’adapte parfaitement à l’intérieur de la PLIF 
Kage.
Sa macroporosité autorise sa recolonisation par l’os du 
patient.

LE POSE CAGE
 
Le pose cage est un instrument en acier inoxydable 
conçu pour se connecter facilement à la poignée RSF 
restérilisable.
Il peut également servir d’impacteur en fi n d’intervention 
à condition d’en retirer la vis interne.

 
AVANTAGES
 
- Gain de temps lors de l’intervention.

- Facilité d’utilisation.

- Élimination du risque d’un montage défectueux 
 Kage/substitut.

- Élimination du risque d’un montage défectueux 
 Kage/Pose Kage.

- Réduction du risque de contamination croisée.

- Simplifi cation de la gestion des stocks
 au bloc opératoire.

- Limitation du matériel ancillaire de pose.

- Facile à connecter avec la poignée RSF 
 restérilisable. 

The PLIF Kage RSF is a lumbar PLIF cage, pre-fi lled with a 
synthetic bone substitute and pre-loaded on a disposable 
cage inserter.
The assembly is supplied sterile in a double-blister pack, 
ready-to-use and ready-to-fuse.
 
 
THE CAGE
 
The cage is made of PEEK and features 4 tantalum position-
ing markers (3 horizontal and 1 vertical). 
The PLIF Kage RSF measures 25mm in length. It is supplied 
in three different angulations: 0°, 4° and 8°, each of which 
is available in the following lengths: 6*, 7**, 8, 9, 10, 11, 12 
and 14mm.
* Only available for 0°

** Only available for 0° and 4°

 
 
 

THE BONE SUBSTITUTE 
 
The bone substitute is an entirely synthetic phosphocalcic 
ceramic composed of HA (60%) and TCP (40%), designed to 
fi t the inside of the PLIF Kage precisely.
The substitute’s macroporosity enables patient bone recolo-
nization. 
 

 
THE CAGE INSERTER 
 
The cage inserter is made of stainless steel and, providing
the internal screw is removed, it can also be used as an 
impactor at the end of the procedure. 
The cage inserter is designed for easy connection to the 
reusable RSF handle.
 

 FEATURES AND BENEFITS
 
- Time saving during surgical procedure.

- Easy to use.

- No risk of defective Kage/substitute assembly.

- No risk of defective Kage/Kage inserter 
 assembly.

- Reduced risk of cross contamination.

- Simplifi cation of stock management in operating
 theatre.

- Less need for ancillary insertion instruments.

- Easy to connect with the reusable RSF handle.

PLIF Kage RSF

PLIF Kage RSF  -  L: 25 mm 

Réf./Ref. Hauteur/Height Lordose/Lordosis 

RSFL06-0  6 mm  0° 

RSFL07-0  7 mm  0° 

RSFL08-0  8 mm  0° 

RSFL09-0  9 mm  0° 

RSFL10-0  10 mm  0° 

RSFL11-0  11 mm  0° 

RSFL12-0  12 mm  0° 

RSFL14-0  14 mm  0° 

RSFL07-4  7 mm  4° 

RSFL08-4  8 mm  4° 

RSFL09-4  9 mm  4° 

RSFL10-4  10 mm  4° 

RSFL11-4  11 mm  4° 

RSFL12-4  12 mm  4° 

RSFL14-4  14 mm  4° 

RSFL08-8  8 mm  8° 

RSFL09-8  9 mm  8° 

RSFL10-8  10 mm  8° 

RSFL11-8  11 mm  8° 

RSFL12-8  12 mm  8° 

RSFL14-8  14 mm  8°

Ready, Set, Fuse!
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Ready, Set, Fuse!PLIF Kage RSF

Z.I. LA CROIX — 8, IMPASSE DE LA FEUILLERAIE - 31140 LAUNAGUET - FRANCE

Tél. +33 (0)5 34 27 33 23 . Fax +33 (0)5 34 27 33 27
 contact@kasios.com

www.kasios.com
MADE BY

“Specializing in bone substitutes”
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